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8-Port 10/100Mbps + 2 Gigabit Desktop Switch With 8-Port PoE
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@ PoE Spliter || ——r PoE Devices
E'/" * All the ports support MDI/MDIX auto-negotiating.
! PC AP * The PoE ports can dynamically provide suitable
Computer Lk amera lllllllllllllllllllllllllllllllll power to PoE devices.
LED Indicators Ports, Switch, Interfaces Specifications
LED Status Description Item Type Description Iltem Specification Max Port Output 30W
. . : : Used to transmit data and provide power to the connected Max Total Output 99w
Solid | Power supply is provided to the device properly. POE 1~8 | 10/100M PoE port | devices that are compatible with IEEE 802.3af or [EEE 802.3at 10/100M RJ45 8 ax otal Butpd
Power P lyi idedi | t standard.
off rtl;;%:;{){)pg:gﬂ\ge ed improperly, or no 10/100/1000M RJ45 2 Power Input 51V DC, 2A
P . Uplink Uplink port, non- Used to connect to an uplink device,such as a router or a core Interface
Solid | The corresponding port is connected. 9~10 PoE port switch. Lightning-proof Ranking | 6kV Operating | Temperature: 0°C ~ 40°C
. . . Default: In this state, the t issi te of PoE t1~8i Environment| Humidity: (10 ~ 90)%RH, -condensil
Link/Act | Blinking ;Zi:ﬂ(ﬁﬁg%n;'ang portis connected and is toeﬁgMb:S_ s state. the fransmission rate 0T Fo= por fsup Network mode Supports Extend mode and Vlan mode c Physical . urmicity: ¢ ) non-condensing
- . N N 5 nvironment | storage
o i Vlan: In this state, port 1~8 can communicate with port 9 and 10, and. N Te ture: -40°C ~ 70°C
Off  |No connection is established. Default |\ o1 work mod but cannot communicate with each other. In other states, port Store-and-Forward Supported Environment Hi”,:ﬁ:;@fz;i 90)%RH, non-condensing
Vian etwork mode 1~10 can communicate with each other.
Solid |APD is connected and powered properly. Extend |SWitch MAC Address Table 16k
Extend: In this state, the transmission rate of PoE port 1~8 is up Performance Standard IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
o i i to 10Mbps, but the transmission distance is up to 250m. MAC Address Learnin: Auto learning / agin |EEE 802.3af, IEEE 802.3at, IEEE 802.
Package Contents PoE | Blinking [P0 f;;ﬂ%c,:ed and the power consumption *In Extend state, to ensure the timely transmission of video data, itis 9 97299 80234 80234 802.3¢
Switch * 1 ) recommended to set the data rate to 8Mbps or lower. Switching Capacity 5.6Gbps
® Switc X
Off  [No PDis connected or PoE power is not provided. 51V Power port Used to power the device by the included power adapter.
* Power adapter "1 Solid | Port negotiation rate is 1000Mbps. @ Grounding terminal |Used to connect the protective ground against lightning strikes. PoE Standard IEEE 802 3af, IEEE 802.3at
e User Manual * 1 . PoE Standard PoE Powering Mode Supports 8 pins powering, which means pins 1,2,3,6
) L e . 1000M Port negotiation rate is 10Mbps or 100Mbps on @TIP: 9 and pins 4,5,7,8 can power simultaneously
If any item is incorrect, missing, or damaged, please keep the original package and Off  |the premise that the Link/Act indicator of « In Extend state, please use a CATSE Ethemet cable or better, and make sure that the rate of the other device is
contact the vendor for replacement immediately. corresponding portis solid or blinking. set to Auto negotiation. PoE Port 1~8
 In Default or Vlan state, if you use a CAT5E Ethernet cable or better, the PoE data transmission distance is up to 150m.
~ - ~
Espanol Deutsch Italiano Portugués
Especificaciones técnicas Technische Spezifikationen Specifiche tecniche Especificagbes técnicas
Articulo Especificaciones Artikel Sperzifikationen Voce Specifiche Item Especificagdes
10/100M RJ45 8 10/100M RJ45 8 10/100M RJ45 8 10/100M RJ45 8
10/100/1000M RJ45 2
Interfaces Schnittstellen 10/100/1000M RJ45 | 2 Interfacce 10/100/1000M RJ45 2 Interfaces 10/100/1000M RJ45 2
Clasificacion de la proteccion . . . . X ~
- 6kV Lightning-proof Classificazione di Ranking da fungao
contra descargas osféricas Blitzschutz-Rangliste B6kV protezione al fulmine 6kV a prova de raios 6kV
Almacenar y retransmitir Compatible .
\S/pelqh?rn und Unterstiitzt S,\t,lore'ar.]d'ForwaT? Supportato Store-and-Forward . Suportado
Tabla MAC 16k orwarts (Memorizza e inoltra) (Armazenamento e Reenvio)
Rendimiento
Aprendizaje MAC Vencimiento automatico de direccion MAC Leistung MAC Tabelle 16k Prestazione | 12bella MAC 16k Desempenho | 120818 MAC 16k
Capacidad de conmutacion 5.6Gbps reA"C]:e—/r;\dressen— MAC Adressen Auto-Falligkeit Apprendimento MAC Address | Auto-aging indirizzo MAC PoE Padréo Expiragéo automética de enderego MAC
Estandar PoE IEEE 802.3af, IEEE 802.3at : Capacita di commutazione _ |5.6Gbps Capacidade de comutagdo | 5.6Gbps
Schaltieistung 5-6Gbps PoE standard IEEE 802.3af, IEEE 802.3at
. . oE standar .3af, .3a 5
Soporta alimentacién de 8 contactos, lo POE-Standard IEEE 802.3af, IEEE 802.3at PoE Padrao IFEE 802,32, [FEE 802 321
Modo de alimentacion PoE ﬁ)usafl:zlr?tl;lcﬂt?)as iug Ic;s Scont:g;c:]sf1 ’ni.'o?:_]’:ry o : Supporta 8 pin di alimentazione, il che significa Suporta 8 pinos que déo energia, o que
) , S con » 0, /.8 pu unct PoE- Unterstiitzt die Stromversorgung von 8 Stiften, was Modalita di alimentazione PoE che i pin 1,2,3,6 e i pin 4,5,7,8 sono in grado di Modo Energizagdo PoE significa pinos 1,2,3,6 e pinos 4,5,7,8
' simultaneamente : ~ ; ; i gizag 9 P £:9,08p e
Alimentacion Stromversorgungs | bedeutet, dass die Stifte 1,2,3,6 und die Stifte Alimentazi alimentare contemporaneamente Energia d podem fornecer energia simultaneamente
PoE P PoE ) modus 4,5,7,8 kénnen gleichzeitig versorgt werden imentazione nergia de
uerto Po ~8 PoE Porta PoE 1~8 PoE Porta PoE 1~8
. PoE-Strom | pog_port 1~8 - -
Potencia max. del puerto 30w Uscita massima porta 30W Porta de Saida Max 30W
X , Max Port-Leistun: 30W
Max Total Potencia max. Total |99W ° Uscita massima totale 99w Saida Total Max 99w
] . . o Max A ox
Extend Modo Admite una distancia de transmision de Gesamtleistung 99w Extend modalita Supporto distanza di trasmissione fino a 250 m Extend Modo quorta uma distancia de transmisséo de
hasta 250 m até 250m
Los puertos 1~8 seran aislados Extend Modus Unterstitzt eine Ubertragungsdistanz von bis zu . Le porte 1-—8 saranno rispe?tivamente isolate, Vian Mod Portas 1~8 respectivamente isolado, mas
Vlan Modo respectivamente, sin embargo pueden 250m Vlan modalita ma sono in grado di comunicare con la porta an Modo pode se comunicar com uma porta de Uplink
comunicarse con el puerto Uplink Port1-8 don s isofiert don k b Uplink
ort 1~8 werden jeweils isoliert werden, kann aber .
Vian M ; . i
Potencia de entrada 51V DC, 2.0A an Modus mit dem Uplink-Port kommunizieren Ingresso alimentazione 51V DC, 2.0A Entrada de energia 51V DC, 2.0A
Power Input 51V DC, 2.0A Temperatura: 0°C ~ 40°C Ambi onal Ten'lperat'urai)o"c ~ to“c ) )
ionami Temperatura: 0°C ~40°C Ambiente operativo Umidita: Umidita relativa 10% ~ 90% senza mbiente operaciona Umidade: 10% ~ 90% umidade relativa sem
Entorno de funcionamiento o . . . condensagao
”~ Humedad: 10 ~ 90 % HR sin condensacion ) Temperatur: 0°C ~ 40°C f condensa Ambiente
Entorno fisico - Betriebsumgebung S ) ) Ambiente e
Physikalische Feuchtigkeit: 10% ~ 90% RH nicht-kondensierend fisico fisico Y N
Umgebung Temperatura: -40°C ~ 70°C Ambiente de Temperatura: -40°C ~ 70°C
A0 — 70 ; ) ) X f .5, ~ 909 f i
Entorno de almacenamiento | 1emperatura: -40:3 70°C - . b Temperatur: -40°C ~ 70°C Ambiente di stoccaggio Umidita: Umidita relativa 5% ~ 90% senza armazenamento Umidade: 5% ~ 90% umidade relativa sem
Humedad: 5 ~ 90 % HR sin condensacion agerumgebung Feuchtigkeit: 5% ~ 90% RH nicht-kondensierend condensa condensacgéo
. |IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, |EEE 802.3, IEEE 802.3u, IEEE 802.3ab, . IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, = IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
Estandar de red IEEE 802.3af,[EEE 802.3at, IEEE 802.3x Netzwerk Standard IEEE 802.34f,IEEE 802 3at, IEEE 802.3x Standard di rete IEEE 802.3af,|[EEE 802.3at, IEEE 802.3x padréo de rede IEEE 802.3af, IEEE 802.3at, IEEE 802.3x
. P ~ A v .o
Polski YyCCKUM Romana Tiirk
Specyfikacja techniczna TexHnyeckne xapakTepucTukn Specificatii tehnice Teknik Ozellikler
Przedmiot Specyfikacja HaumeHosaHune XapakTepucTukm Articol Specificatii Madde Ozellikler
10/100M RJ45 8 10/100M RJ45 8 10/100M RJ45 8 10/100M RJ45 8
10/100/1000M RJ45 2
Interfejsy | 10/100/1000M RJ45 2 Wrrepdeiicer | 10/100/1000M RJ45 2 Intrefete Arayiizler | 10/100/1000M RJ45 2
Lightning-proof Knacc Clasificare de protectie . .
Ochrona odgromowa 6kV 3agu.tmb|go$monuw7| 6kV impotriva fulgerelor 6kV \S(:Irgllgma(i?glrmezhk 6KV
Mecani -and-F
Przechowuj-i-przeslij Obstugiwane XpaHeHwve n ncnons3osanune |MoanepxusaeTtcs (sfgfhnésa?ésstﬂrr?mﬁ?s orward Suportat Depola-ve-ilet Destekli
Tabela MAC 16k MAC rabnuua 16k | Tabel MAC 16k MAGC Tablosu 16k
Wydajnosé BbINONHeHne |MAC aBTomMaTnieckoe A MAC Performanta Performans -
Zapamietywanie adresu MAC | Automatyczne starzenie sie adreséw MAC 3anoMUHaHKe agpecos BTO-CTapeHue appecos Studiere adresd MAC Evolutie automata adresd MAC MAC Adresi Ogrenme MAC adresi otomatik yaglanma
Zdolnos¢ taczeniowa 5.6Gbps KommyTraunoxHas 5.6Gbps Capacitate de comutare 5.6Gbps Anahtarlama Kapasitesi | 5.6Gbps
crnocobHocTb
Standard PoE IEEE 802.3af, IEEE 802.3at PoE craaapt |EEE 802.3af, IEEE 802.3at Standard PoE |IEEE 802.3af, IEEE 802.3at PoE Standardi |IEEE 802.3af, IEEE 802.3at
o Obstuga zasilania 8 bolcow, co oznacza, ze MoanepxKa 8-KOHTAKTHOTO NUTaHWS, 4TO ) Suporta 8 pini de alimentare, ceea ce Giris Baglanti Noktas! 1,2, 3, 6 pimlernin ve 4, 5, 7, 8 pimlernin ayni
Tryb zasilania sieciowego bolce 1,2,3,6 oraz 4,5,7,8 moga dostarczac Pexum nuTanus PoE 03HauaeT oHOBPEMEHHOE NUTaHNe Mod alimentare PoE inseamna ca pinii 1,2,3,6 si pinii 4,5,7,8 pot Bes?emegModu anda beslendigi anlamina gelen, 8 pim
Zasilanie zasilanie jednoczesnie KOHTaKTOB 1,2,3,6 1 KOHTaKTOB 4,5,7,8 alimenta simultan beslemeyi destekler
oo Tensiune PoE
sieciowe | port zasilania 1~8 Mutanue PoE  IMopt PoE 1~8 Port PoE 1~8 Giris Baglanti | Girig Baglanti Noktas!
Makc. BbIxoAHasi MOLLHOCTb : Noktasi Glcli | Baglantr Noktas! -8
Maks. moc portu 30W nopTé 30W lesire max port 30w
Maksimum Baglant
Maks. moc tgczna 99W Makc. obLias BbixogHas 99W lesire totala port 99w NoktaIS|li;|k|§|g ! 30W
MOLLHOCTb
. . . Suporta distanta de transmisie de pana la .
Extend trybie Obstuga transmisji na dystansie do 250 m Extend mod ’ Maksimum Toplam Ciki 99W
Yy Extend pexume ggg,qupmmaaemoe paccTosiHue nepefayn Ao 250 m plam Cikis
0 1-86 Extend modda 250 m’ye kadar iletme mesafesi destegi
Vian trybie Porty 1~8 beda odpowiednio separowane, lecz vi OpT YAYT COOTBETCTBEHHO Vian mod Porturile 1~8 vor fi izolate, dar comunicarea
Yy moga komunikowac sie z portem Uplink an pexume ggggrgojan:kz‘noo'wfgﬁ noAAepxusatL cu portul Uplink este activa Vi ad Port 1~8 sirasiyla izole edilir, ancak Uplink
P Ld an modda portu ile iletisim kurabilir
BXOAHas MOLLHOCTb 51V DC, 2.0A
Zasilanie 51V DC, 2.0A Intrare alimentare 51V DC, 2.0A Ug girisi .
Temnepartypa: 0°C ~ 40°C Gig girisi 51vDC, 2.0A
Srodowisko robocze Temperatura: 0°C ~ 40°C Pacoune yonosus Eﬁ:»)r:g;:::622%0;32:€7::J:36MT%EH0M Mediu de functionare Temperatura: 0°C ~ 40°C Caligsma Ortami Stcaklik: 0°C ~ 40°C
Srodowisk Wilgotnosé: 10% ~ 90% RH bez kondensacji dusnyeckne ’ Umiditate: 10% ~ 90% RH fara condensare Nem: %10 ~ %90 RH yogusmasiz
o fizyczne yenosua Temnepatypa: -40°C ~ 70°C Mediu fizic Fiziksel Ortam
; : Temperatura: -40°C ~ 70°C YCroBusi XxpaHeHust BraxHocTb: 5% ~ 90% OTHOCUTENbHOI ; Temperatura: -40°C ~ 70°C Sicaklik: -40°C ~ 70°C
Warunki przechowywania Wilgotnosé: 5% ~ 90% RH bez kondensacji BRAXKHOCTH 663 KOHASHCALMNA Mediu de stocare Umiditate: 5% ~ 90% RH fara condensare Depolama Ortami Nem: %5 ~ %90 RH yogusmasiz

Standard sieci

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
IEEE 802.3af,IEEE 802.3at, IEEE 802.3x

CeTeBoil cTaHAapT

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
|IEEE 802.3af,|IEEE 802.3at, IEEE 802.3x

Standard retea

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
|IEEE 802.3af,IEEE 802.3at, IEEE 802.3x

Ag standardi

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
IEEE 802.3af,IEEE 802.3at, IEEE 802.3x

Magyar

Francais

Miszaki adatok

Caractéristiques techniques

MAC cim tanulas

MAC cim automatikus-eléviilés

Kapcsolasi kapacitas

5.6Gbps

Tétel adatok Article Caractéristiques
10/100M RJ45 8 10/100M RJ45 8
Feliiletek 10/100/1000M RJ45 2 Interfaces | 10/100/1000M RJ45 2
Villam biztos sorolas 6kV Classement de protection gy
Tarolas és tovabbitas Tamogatott Enregistrer et faire suivre |Supporté
MAC tabla 16k Tableau MAC 16k
Teljesitmény Performance

Plan d'apprentissage MAC

Vieillissement automatique d'adresse MAC

Capacité de commutation

5.6Gbps

PoE

teljesitmény

PoE szabvany

IEEE 802.3af, IEEE 802.3at

PoE taplalasi mod

8 érintkezds taplalast tamogat, ami 1,2,3,6
érintkez6 és 4,5,7,8 érintkez6 egyideji
taplalasat jelenti

PoE port 1~8
Max Port Kimenet 30W
Max Ossz Kimenet 99W

Standard PoE

|EEE 802.3af, IEEE 802.3at

Alimentation

Mode d'alimentation du
PoE

Supporte I'alimentation avec 8 broches, ce qui
signifie que les broches 1,2,3,6 et les broches
4,5,7,8 peuvent étre alimentés simultanément

PoE

Port PoE 1~8
Sortie max. du port 30W
Sortie totale du port 99W

Tamogatja az adattovabbitast akar 250

Distance de transmission atteignant jusqu'a

képesek kommunikalni az Uplink port-al

Felvett teljesitmény

51V DC, 2.0A

Fizikai
kornyezet

Mikodési kdrnyezet

Héfok: 0°C ~ 40°C
Nedvesség: 10% ~ 90% RH nem lecsapddd

Tarolasi kdérnyezet

Héfok: -40°C ~ 70°C
Nedvesség: 5% ~ 90% RH nem lecsap6do

Extend méd méteres tavolsagba is Extend mode 250 m
. ) Port 1~8 sera isolé respectivement, mais peut
Vian méd A port-ok 1~8-ig elszigeteltek lesznek de Vlan mode communiquer avec le port Uplink

Entrée d'alimenta

tion

51V DC, 2.0A

Environnement

Environnement
d'exploitation

Température: 0°C ~ 40°C
Humidité: 10 % ~ 90 % d'humidité relative sans
condensation

physique

Environnement de
stockage

Température: -40°C ~ 70°C
Humidité: 5 % ~ 90 % d'humidité relative sans
condensation

Haldézati szabvany

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab,
IEEE 802.3af,IEEE 802.3at, IEEE 802.3x

Norme de réseau

|EEE 802.3, |IEEE 802.3u, IEEE 802.3ab,
|EEE 802.3af,IEEE 802.3at, IEEE 802.3x

Producto

NOMBRE DEL PRODUCTO:

MODELO:TEF1110P-8-102W

Switch de escritorio de 8 puertos PoE 10/100 + 2 puertos Gigabit

Alimentador

de Energia:

Alimentacion:100V-240V ca 50Hz/60Hz 1.6A
Salida:51V cc 2.0A

<h
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IGEN:CHINA
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CE Mark Warning

This is a Class A product. In a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

For Pluggable Equipment, the socket-outlet shall be installed near the equipment and shall
be easily accessible.

WARNING: The mains plug is used as disconnect device, the disconnect device shall
remain readily operable.

AL

Adapter Mo

Caution :

del: BN038-A10151

Manufacture: SHENZHEN HEWEISHUN NETWORK TECHNOLOGY CO.,LTD.

Input: 100-240V~, 50/60Hz 1.6A

—_Z:DC Voltage

mmm RECYCLING

Output: 51Vdc, 2A

This product bears the selective sorting symbol for Waste electrical and electronic
equipment (WEEE). This means that this product must be handled pursuant to European
directive 2012/19/EU in order to be recycled or dismantled to minimize its impact on the

environmen

t.

User has the choice to give his product to a competent recycling organization or to the
retailer when he buys an new electrical or electronic equipment.

FCS

FCC Statement

EAL

This equipment has been tested and found to comply with the limits for a Class A digital

device, pursuant to Part 15 of the FCC Rules.

These limits are designed to provide

reasonable protection against harmful interference when the equipment is operated in a
commercial environment. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause
harmful interference to radio communications. Operation of this equipment in a residential

area is likely to cause harmful interference in
the interference at his own expense.

This device complies with Part 15 of the FCC

which case the user will be required to correct

Rules. Operation is subject to the following two

conditions: (1) this device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired operation.

Caution!

Any changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

NOTE: (1) The manufacturer is not responsible for any radio or TV interference caused by
unauthorized modifications to this equipment. (2) To avoid unnecessary radiation
interference, it is recommended to use a shielded RJ45 cable.

Technical Support

United States Hotline: 1-800-570-5892
Canada Hotline: 1-888-998-8966
HongKong Hotline: 00852-81931998
Skype: Tendasz

Website: http:// www.tendacn.com
E-mail: support@tenda.com.cn

Address Info: 6-8 Floor, Tower E3, NO.1001, Zhongshanyuan Road, Nanshan District, Shenzhen, China. 518052
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